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Competence creates Confidence.

Model no. 1680

CONE TESTER

For the preparation of test specimen for determination of resistance to slow crack growth. The specimen is a Polyethylene pipe with 
a wall thickness of max. 5 mm. With the apparatus a cone is pressed into the specimen which generates a constant pressure on the 
specimen and afterwards it is going to be notched on one end. The real slow crack growth measuring can be determined in a test 
tank at a temperature of 80 °C (not included in the scope of delivery).

According to

ISO 13480
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TEST SPECIMEN

Outside diameter mm max. 75

Length mm max. 150

Wall tickness mm max. 5

TESTER

Speed mm/min slow: ca. 10 mm/min 
fast: ca. 100 mm/min

Conus (made of steal) mm

25 x 3.0 
32 x 3.0 
40 x 3.7 
50 x 4.6 

* other sizes

CE conformity

Permissible ambient temperature °C +5 to +30

Permissible relative humidity % max. 70
non-condensing

Voltage data 230 V, 50/60 Hz 
* other voltages

Noise emission in operation dB(A) < 70

Width x Depth x Height mm 620 x 520 x 820

Weight kg 70

OPTIONS

Tool set to press out +

  included                      +  available/optional                       О  eligible                     –  not available                    *  available upon request


