
1IPT Institut für Prüftechnik  
Gerätebau GmbH & Co. KG 

Schulstraße 3 
86447 Todtenweis 

T.  +49 08237 966-405 
M. +49 151 173 202 47

amadou.ba@iptnet.org 
www.iptnet.de

Competence creates Confidence.

The unit for determination of volatile matter is designed for determining the content of material volatile at 105 °C in
polyethylene (PE) piping materials. This method is applicable to moulding and extrusion materials. It also can be applicable
to components in PE piping systems.

According to

EN 12099

Model no. H3004

VOLATILE CONTENT 
TESTER



2IPT Institut für Prüftechnik  
Gerätebau GmbH & Co. KG 

Schulstraße 3 
86447 Todtenweis 

T.  +49 08237 966-405 
M. +49 151 173 202 47

amadou.ba@iptnet.org 
www.iptnet.de

STANDARD EQUIPMENT  

> Forced air oven

> Weighing glass

> Desiccator

SIMPLE AND SAFE           
OPERATION   

> Detailed documentation 
ensures safe handling of 
samples

RELIABLE TEST RESULTS   

> Precise temperature control 
via digital temperature 
controller

LASTING EFFICIENCY

> High-quality unit                
components guarantee          
a long service life
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Forced air oven

Temperature range °C +10 over RT up to +300

Display of set/actual temperature digital

Display resolution for setpoint specifi cation and actual value indicator °C 0.5

Stainless-steel workspace

Dimension internal (Width x Depth x Height) mm 400 x 330 x 400

Dimension external (Width x Depth x Height) mm 585 x 514 x 787

Weight kg approx. 57

Weighing glass with lid and accessories

Desiccator

Silica gel desiccant

CE-Conformity

Permissible ambient temperature °C +5 to +30

Permissible relative humidity % max. 70
non-condensing

Voltage data 230 V, 50/60 Hz 
* other voltages

  included                      +  available/optional                       О  eligible                     –  not available                    *  available upon request

ACCESSORIES VOLATILE CONTENT TESTER

Product Description Model no.

Analytical balance H3000


