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Model no. H3038-0005

BAND SAW

The saw is suitable for preparation of test samples for pressure, impact, heat reversion tests. For cutting of PE, PP, PVC and PVDF
pipes, size range up to 630 mm.
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SIMPLE AND SAFE OPERATION
> Easy to handel tensioning device

>Variable clamping system for fastening
the pipe in the V-bed

RELIABLE TEST RESULTS

>Machine stand and saw frame in robust,
torsion resistant steel construction
integrated

> Precision guidance at top and at bottom

LASTING EFFICIENCY
>Saw blade deflection with ball-bearings

>High-quality unit components guarantee
high reliability, a long service life and low
maintenance costs
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Pipe outside diameter mm 16 - 630
Cutting angle selectable ° 0-45
Line laser to indicate the cutting line v
Saw blade v
Dimensions saw blade mm 6,180 x25x 0.9
Quality saw blade Fusion cutting
Cutting speed m/min 293
CE conformity v
Permissible ambient temperature °C +5 to +30
Permissible relative humidity % max. 70 .

non-condensing
Noise emission dB(A) <70
Dimensions, bracket extended (W x D x H) mm 2,100 x 2,800 x 2,765
Weight kg 400
Power kW 2.5
Voltage data 400V, 50/60 Hz
OPTIONS
Attachment table for angled cuts 67,5° +
Pneumatic clamping +
v included + available/optional O eligible - not available * available upon request
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